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SECTION A-A
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1. NO VEHICLES SHALL BE DRIVEN OR MOVED ON ANY STREET UNLESS SUCH

MATERIAL IS FREE FROM MUD OR OTHER FOREIGN SUBSTANCE.

2. FILTER FABRIC SHALL MEET THE REQUIREMENTS OF IDOT GEOTEXTILE MATERIAL

SPECIFICATIONS AND SHALL BE PLACED OVER THE CLEARED AREA PRIOR TO THE PLACEMENT OF ROCK.
3. ROCK OR RECLAIMED CONCRETE SHALL MEET ONE OF THE FOLLOWING IDOT COARSE

ExIsting
Pavement

ExIsting
pavement

8"

78" MAX

56" MAX.

8

10"

54 MAX.

48"

x’

24

)

10"

NOTE:

BY CONTRACTOR.

g

78" MAX.

FACING WEST

1. WALL THICKNESS X’ ON PRECAST CONCRETE
BOX CULVERT 4'x2’ SHALL BE DETERMINED

8"

10

54" MAX.

10"

g

MANHOLES, SPECIAL

NOT TO SCALE

56" MAX.

FACING NORTH

18"

5/-0"

Z

%/

S

STRAND

ANS0DIATES, INOP
ENBINGE 8

1
/ ! EXIST. CURB
AGGREGATE GRADATION, CA-1, CA-2, CA-3 OR CA-4 AND BE PLACED ACCORDING TO A *1 ! ¥ AND GUTTER
CONSTRUCTION SPECIFICATION 25 ROCKFILL USING PLACEMENT METHOD 1 AND CLASS III COMPACTION. /[ 4 M i (TO REMAIN)
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4. ANY WASH RACKS OR DRAINAGE FACILITIES REQUIRED BECAUSE OF WASHING SHALL BE CONSTRUCTED ———r
ACCORDING TO MANUFACTURERS SPECIFICATIONS.
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STABILIZED CONSTRUCTION ENTRANCE /PROPOSED LEveLms annen PROPOSED HMA SURFACE REMOVAL
(MACHINE METHOD) (VAR. DEPTH)
PROPOSED HMA SURFACE COURSE
{SEE TYPICAL SECTION) *MILL DEPTH SHALL DEPEND ON
EDGE GRIND DETAIL HMA SURFACE COURSE LIFT THICKNESS.
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